Model 5935 12.5 GH
_/\ Picosecond 061 5935 12. GHz

+ Pulse Labs Product Specifications

e Gaussian Insertion Loss Profile
e Flat Group Delay

e Z-matched

e No Reflection

The PSPL model 5935 Low-Pass Risetime Filters are designed for OEM use in high speed
digital networks and telecom systems. The devices use a proprietary, absorptive filter
design that has attenuation and group delay frequency responses similar to those of the 4"
order Bessel-Thomson filter. Traditional Bessel-Thomson designs filter by reflecting stop-
band frequency signals and thus can cause increased bit error rates and eye diagram
closure due to multiple reflections. By contrast, the PSPL filters filter by absorption. They
have excellent impedance matches and very good return losses, both within and above the
filter pass band. This filter is bi-directional, so either port may be used as the input.

Specifications

Parameter Test Condition Min Typical Max
Bandwidth '3gglv";tth1§§r§ﬁtzt° 12.1 GHz 12.5 GHz 12.9 GHz
Risetime 10% to 90% 27 ps
Group Delay 100 MHz to 40 GHz 155 ps
Return Loss 0-30GHz See Plots -12 dB
Max Power, CW 25 dBm
Storage Temperature Case -25C +90 C
Impedance Ohms 50
Warranty One Year

NOTE: The parameters listed above are typical values, guaranteed only where Min or Max values are listed.
Specifications are based on a filter with 2.92mm Jack-Jack connector configuration. The bandwidth and group
delay may vary slightly when different connectors are used.

Ordering Information:

Model Number Connector Configuration *

5935-217-12.5GHZ [2.92mm  Jack (f) — Jack (f)

5935-222-12.5GHZ [2.92mm  Jack (f) — Plug (m)

5935-205-12.5GHZ |2.4mm Jack (f) — Plug (m)

* Other connector combinations may be available on request.
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. . Pulse Labs Model 5935 12.5 GHz Low Pass Filter

Insertion Loss Return Loss Phase Linearity

\ 0 180

)
=
3
IS

|

Group Delay (p

S11 & S22 Magnitude (dB)

130 \

5 10 15 20 25 30
Frequency (GHz) Frequency (GHz)

0 5 10 15 20
Frequency (GHz)

Mumber Averages = 256

25 30

Step Response

The upper trace in the graph at the right shows the [
input signal from a PSPL Model 4020 TDT Source /
Enhancement Module, Normalized to 10 ps / /
(10% - 90%). The lower trace shows the risetime of

the filter output to be 28.9 ps. The risetime (Tr) of the

filter can be calculated using the following formula. //

Tr(filter) = \/Tr (Total)> — Tr (Source)

Tr(filter) =27.1ps

Amplitude scale = 75 mV/div, Time scale = 20 ps/div

5935 Mechanical Drawing
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| Iﬂ_ _.,I Dimensions depend on the connector size and gender.

| A B 1 Connector Dimension

I | | Type A B
2.92mm .375[9.53] .507 [12.88]
2.4mm .430[10.92] .513[13.03]

—>i i<—0.500 [12.70] Dimensions in inches [mm]
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